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Yopishqoqlik: 100 Mineral

20 L

Mahsulot kodi:
1323207-020
Mahsulot kodi:
1323207-020-01-999

20 L, ecobox

Mahsulot kodi:
1323207-B20

60 L

Mahsulot kodi:
1323207-060
Mahsulot kodi:
1323207-060-01-999

208 L

Mahsulot kodi:
1323207-208
Mahsulot kodi:
1323207-208-01-999
Shtrix-kod:
4014835760486

RAVENOL Hydrauliköl TSX 100 gidravlik
moyi
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Xususiyatlari

Ism Ma'nosi Audit

Talablarga mos keladi

AFNOR 48-603 HV, Cetop RP 91H HV, FZG 12,
Parker Denison HF-0, Parker Denison HF-1, Parker
Denison HF-2, Sperry Vickers I-286-S, Sperry Vickers
M-2950-S, U.S. Steel 127, U.S. Steel 136

Spetsifikatsiyalarga mos keladi DIN 51524-3, ISO 6743-4 HV
Zichlik 20°С da 871 g/cm³ EN ISO 12185
Rang Sariq ingl
Viskozite 100°С da 14.4 mm²/s DIN 51659-2
Viskozite 40°С da 99.9 mm²/s DIN 51659-2
Viskozite indeksi VI 148 DIN ISO 2909
Qotish harorati -30 °C DIN ISO 3016
Yong‘in chiqish harorati 260 °C DIN EN ISO 2592

Tavsiyalar

AFNOR 48-603 HV, CETOP RP 91H HV, FZG 12, GM
LH-04-1, GM LH-06-1, GM LH-15-1, Parker Denison
HF-0, Parker Denison HF-1, Parker Denison HF-2,
Sperry Vickers I-286-S, Sperry Vickers M-2950-S, US
Steel 127, US Steel 136

RAVENOL Hydraulikoel TSX 100 (HVLP)


